Silent Compressors

= LW 200 €S Silent E < S LW 200 €S Silont

LW 150 ES LW 200 ES LW 230 ES

Capacity: 150 I/min. Capacity: 200 I/min. Capacity: 230 I/min.

Prime mover: E-Motor Prime mover: E-Motor Prime mover: 3 Phase Power
Drive power: 3.5 kW Drive power: 4.0 kW Drive power: 5.5 kW

Noise level: 61 Noise level: 61 Noise level: 61 (+/-2) db

LW 280 ES LW 300 ES Il LW 320 ES

Capacity: 280 I/min. Capacity: 300 I/min Capacity: 320 I/min

Prime mover: 3 Phase Power Prime mover: 3 phase power Prime mover: 3 phase power
Drive power: 7.5 kW Drive power: 7.5 kW Drive power: 7.5 kW

Noise level: 62 db (+/-2) db Noise level: 70 (+/-2) db Noise level: 62 (+/-2) db
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LW 450 ES Il

Capacity: 450 I/min

Prime mover: 3 phase power
Drive power: 11 kW

Noise level: 72 (+/-2) db

Sound insulated Housing LW
720 ES

Capacity: -

Prime mover: -
Drive power: -
Noise level: 73 db

LW 570 ES I

Capacity: 570 I/min

Prime mover: 3 phase power
Drive power: 15 kW

Noise level: 70 (+/-2) db

Sound insulated Housing LW
1300 ES

Capacity: -

Prime mover: -
Drive power: -
Noise level: 75 db

LW 700 ES I

Capacity: 700 I/min

Prime mover: 3 phase power
Drive power: 18.5 kW

Noise level: 75 (+/- 2) db

Technical Diving Equipment Pommec BV

Conradweg 22
4612PD Bergen op Zoom
The Netherlands

T: +31 164 745500
F: +31 164 745599

E: sales@pommec.com
I: www.pommec.com




